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FINISH OPTIONS

DIMENSIONS/ WEIGHT VOLTAGE

J-BOX SPECS

CERTIFICATION

BULB/ TECHNICAL SPECS

18

Connects to two ceiling J-Boxes
mounted 47” apart with ceiling
cutouts under 5” DIA

The Double Church Chandelier features ten floating 
bulbs held aloft through a simple armature of cords and 
rods. With an overall length of just under ten feet, the 
Double Church Chandelier is right at home in entryways 
and meeting rooms. A tensegrity structure, the fixture’s 
cloth-covered electrical cords resist in tension the 
compression of the steel rods. Each chandelier requires 
two junction boxes, is built to order in our Los Angeles 
studio, and breaks down for easy shipping. 

CARE | Clean with soft microfiber cloth which can be 
dampened if necessary. 

White & Brass, White & Stainless,
Black & Brass, Black

118.5” x 44” x 10”, 14 lbs 120V/ 220V

E26 G25 LED 7W Frosted Included
2700K 90+CRI
8000 Lumens, 7W standard
Bulb lifespan 15K hours

UL, cUL
CE Listed upon request
JA8 Compliant

DOUBLE CHURCH     
CHANDELIER

DIMMABILITY
CL Dimmers Recommended
Dims to 10%
Recommended  Models:
Lutron Diva: DVCL-153P
Lutron Skylark: SCL-153P
Lutron Maestro: MACL-153M

DROP HEIGHT
8’ Flexible Cord standard
Rigid and Telescoping options 
available, two J-Boxes required
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