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FLOAT PENDANT 5
Inspired by Japanese fishing floats and how a ripping 
tide pulls lobster buoys partially under water, the Float 
Pendant is an exploration in material and movement. 
Cylinders of borosilicate glass are joined by our expert 
glass blowers to create an internal optic and exterior 
shade. Sandblasted for diffusion, the exterior glass 
shell dissolves to clear where the ends are fused 
to the center optic. A cloth covered electrical cord 
provides power for the pendants while the angle of 
suspension can be adjusted by moving the knotted 
rope along the cloth cord. The Float Pendant comes 
complete with brass and leather ceiling hardware, 
which allows the fixture to be swung over to bring 
light to where you need it.

DIMENSIONS/ WEIGHT

DROP HEIGHT VOLTAGE

J-BOX SPECS

DIMMABILITY

CERTIFICATION

BULB/TECHNICAL SPECS

FINISH OPTIONS

UL, cUL
CE Listed upon request
JA8 Compliant

Brass Hardware

120V/220V

Connects to ceiling J-Box with
ceiling cutout under 5” DIAE26 T30 LED 6W Frosted Included

2700K 90+ CRI
4250 Lumens, 35W standard
Bulb lifespan 15K hours

6” x 6” x 13” (Pendant)
Overall dimensions variable 

15’ Cloth cord standard
Additional length by request

CL Dimmers Recommended
Dims to 10%
Recommended Models:
Lutron Diva: DVCL-153P
Lutron Skylark: SCL-153P
Lutron Maestro: MACL-153M
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