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60”

FINISH OPTIONSDROP HEIGHT

DIMENSIONS/ WEIGHT VOLTAGE

J-BOX SPECS

CERTIFICATION

BULB / TECHNICAL SPECS

41

Connects to ceiling J-Box 
with ceiling cutouts under
5” DIA

E26 A19 LED 7W Frosted Included
2700K 90+CRI
4800 Lumens, 7W standard
Bulb lifespan 15K hours

120V/ 220V

White Oak, Walnut

UL, cUL
Damp Rated
CE Listed Upon Request
JA8 Compliant

Rigid Tube: 
5”, 8”, 14”, 26”, 38”
Telescoping Tube:
15”-26”, 27”-50”, 39”-74”

60” x 28” x 15”, 18 lbs

An asymmetrical wooden frame gives the Long 
Hood Chandelier a dynamic impression from 
every angle. Compound mitered lap joints are 
hand cut in our studio to create the triangulated 
armature. Matte white polyethylene shades are 
attached to vertical white oak or walnut spines 
with nylon bolts, and a brass wiring hub finishes 
the piece for a sophisticated and modern look.

CARE | Clean with soft microfiber cloth which can 
be dampened if necessary. 

LONG HOOD 
CHANDELIER

15”

28”

DIMMABILITY
CL Dimmers Recommended
Dims to 10%
Recommended  Models:
Lutron Diva: DVCL-153P
Lutron Skylark: SCL-153P
Lutron Maestro: MACL-153M
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